B KINETROL

Kinetrol Fire Fail-Safe Spring Units

To open or close a valve or damper automatically in case of a fire this device
allows the valve to operate using a fusible link mechanism designed to yield
at a set temperature.

[0 Reliable torque delivery for valve reseat
] Available for Models 05, 07, 09 and 12
[ Two Yield Temperature Options

[ Clockwise or counter clockwise
90° spring action

[ 1S05211 female drive options available

[0 Spring housing sealed to IP65 to protect

from internal corrosion
@ATEX Up to Category 2 [0 ATEX Category 2 approved options available

Specification
Spring Case _ N Yield Temperatures
05, 07,09 & 12 Die cast aluminium alloy,

epoxy paint finish Fire fail-safe fusible links

Solder type (UL approved)

Output Shaft Stainless steel or carbon

steel zinc plated Yield temperature options 74°C|100°C

Max. normal ambient temperature [38°C| 66°C

Clock Type Spring Stainless spring steel

Lever Stainless Steel

Direction of Spring Action

Manual fail safe spring units are available for either clockwise or counter clockwise spring action and the
direction of the unit is determined by looking from above with the mounting interface on the bottom.

Suffix - 020 = clockwise
Suffix - 030 = counter clockwise

Ordering Codes
To order a fire fail-safe spring unit, quote model number, direction of spring followed by product type code:

-0074 Fire fail-safe spring unit 74°C
-0100 Fire fail-safe spring unit 100°C
-1074 ATEX fire fail-safe spring unit 74°C For reduced torque versions contact Kinetrol
-1100 ATEX fire fail-safe spring unit 100°C
(example: 054-020-0074)

ISO/Female Drive Versions

The 05, 07, 09 and 12 models are available with female drives for direct mount. The model 05 has FO3/F05/F07 or FO4

mounting flanges. The model 07 has FO5/F07 flanges, the model 09 has FO7/F10 flanges and the model 12 has F10
flanges.

To order female drive versions, replace the ‘0-" in the product code with ‘3F’. For example a model 05 ISO female drive
fire fail-safe unit with FO3/F05/FQ7 flanges is coded: 053F020-0074. The F04 flange version is coded 053F020-0074/F4.

The same version but with ANSI threads is coded: 057F020-0074/F4.
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Metric Units
A B € D F G Ht K L M N T V X Maximum
mm mm mm_ mm _mm_ __mm mm mm mm mm mm _mm Torque Nm
054-020-0074 108 118 80 90 88 g9o0 130 g2 254 190 6 M5 130 349 240
074-020-0074 108 152 80 90 121 123 200 15027 400 320 4 M8 150 508 455
18.98 19.033
094-020-0074 - 200 108 130 144 1598 260 1993 500 380 4 M10 200 65 95.0
25.00 25.06
124-020-0074 - 258 145 176 209 5500 31.0 5000 560 500 4 M12 240 77.8 205.0
English Units
A B C D F G Ht K L M N T \' X Maximum
inch inch inch inch inch inch inch inch inch inch inch inch Torque Ibf.ins
057-020-0074 425 464 345 354 347 O30 o051 (30 100 075 6 1024 0510 1.37 212
0770200074 425 598 3.15 354 476 ooy 079 ool 157 126 4 %e18 0625 2.00 400
097-020-0074 - 787 425 512 567 L7 102 579 197 150 4 38 0787 256 841
0.984 0.986
127-020-0074 - 1016 571 693 823 goob 122 09 220 197 4 % 0944 3.06 1814
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Weights — Metric

05 Models — 2.70 kg
07 Models — 4.30 kg
09 Models — 9.20 kg
12 Models — 22.50 kg

Weights — English

05 Models
07 Models
09 Models
12 Models

DEC/22

5.951b
9.48 b
20.28 Ib
49.60 Ib



