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Actuator
Model

1.4 2.0 2.8 3.5 4.1 4.8 5.5 6.2 6.9

02-1001 0.6 1.1 1.6 2.2 2.7 3.2 3.7 4.2 4.8
03-1001 1.3 2.4 3.5 4.6 5.6 6.7 7.8 8.8 10.0
05-1001 3.2 5.2 7.2 9.3 11.3 13.6 15.6 17.8 19.9
07-1001 7.9 12.6 17.6 22.6 27.6 33.0 38.4 43.2 48.8
09-1001 16.3 20.0 37.1 47.6 58.0 69.2 80.4 91.2 103.0
12-1001 37.5 60.8 84.4 108.0 131.0 156.0 181.0 202.0 226.0
14-1001 97.2 151.0 206.0 262.0 316.0 375.0 434.0 488.0 542.0
16-1001 235.0 357.0 479.1 605.7 727.7 849.8 976.3 1098.4 1220.4

Pressure (bar)

Double Acting Torques/Metric Units Nm

Double Acting Torques/English Units lbf ins
Actuator

Model
20 30 40 50 60 70 80 90 100

02-1001 5.6 10 14 19 24 28 33 37 42
03-1001 12 21 31 40 50 59 69 78 88
05-1001 28 46 64 82 100 120 138 157 176
07-1001 70 112 156 200 244 292 340 384 432
09-1001 144 236 328 420 512 612 712 808 912
12-1001 332 540 748 960 1160 1376 1588 1792 2000
14-1001 860 1340 1820 2320 2800 3320 3840 4320 4800
16-1001 2080 3160 4240 5360 6440 7520 8640 9720 10800

Pressure (psi)

Actuator
Model

Position
of air OR

spring
stroke

50 60 70 80

02-1201 Start 10.3 12.2 14.1 16.0
Finish 4.6 6.8 9.5 12.5

03-1201 Start 29.6 33.4 37.2 43.7
Finish 8.7 13.7 19.0 24.7

05-1201 Start 44 51 61 70
Finish 28 38 49 59

07-1201 Start 103 126 146 171
Finish 67 92 116 143

09-1201 Start 205 251 300 351
Finish 169 215 266 315

12-1201 Start 486 595 693 802
Finish 374 479 585 688

14-1201-4900 Start 1200 1420 1670 1780
Finish 969 1200 1400 1500

16-1201 Start 3069 3534 3998 4463
Finish 1605 2197 2788 3380

Pressure Setting (psi)

Spring Return Torques/English
Units lbf insSpring Return Torques/Metric Units Nm

Actuator
Model

Position
of air OR

spring
stroke

3.5 4 4.5 5 5.5

02-1201 Start 1.1 1.3 1.4 1.6 1.8
Finish 0.5 0.7 0.9 1.2 1.4

03-1201 Start 3.3 3.7 4.0 4.3 4.9
Finish 1.0 1.5 1.9 2.2 2.8

05-1201 Start 4.9 5.5 6.2 7.0 7.9
Finish 3.2 4.0 4.9 5.8 6.7

07-1201 Start 11.6 13.5 15.5 17.4 19.3
Finish 7.5 9.5 11.6 13.8 16.1

09-1201 Start 23.2 27.4 31.1 35.3 39.5
Finish 19.1 23.2 27.0 31.4 35.6

12-1201 Start 55.1 64.8 75.6 81.1 90.4
Finish 42.2 52.0 60.0 68.9 77.5

14-1201-4900 Start 135.0 156.0 178.0 195.0 201.0
Finish 109.0 131.0 148.0 164.0 170.0

16-1201 Start 346.8 391.0 426.0 465.0 504.3
Finish 181.4 237.0 282.0 332.0 381.9

Pressure Setting (bar)

To order a 180° actuator, add a '1' to the end of the code for the 90° actuator on which it is based
and a '2' for a 120° actuator.

Examples:
To order an 074 cw spring return actuator plus 180° linkage, use code: 074-1201.
To order an 074 cw spring return actuator plus 120° linkage, use code: 074-1202.

Ordering Codes


